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BRIDGE #1 - 001-0019: US 24 (EB) AND MAINE STREET OVER THE MISSISSIPPI RIVER AT THE WEST EDGE OF QUINCY IN ADAMS COUNTY.
THE AREAS OF THE TRUSS SPANS TO BE WASHED SHALL INCLUDE THE FOLLOWING:

- ALL STRUCTURAL STEEL INCLUDING LOWER CHORD TO A POINT OF 10° ABOVE THE BRIDGE DECK

- THE ENTIRE DECK SURFACE, CURB, JOINTS, DRAINS, AND RAILINGS
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- ALL FLOOR BEAMS, DIAGONAL BRACING, STRINGERS., AND OTHER STRUCTURAL STEEL FROM THE LOWER CHORD INWARD TO AND INCLUDING

THE OUTSIDE AND BOTTOM OF EXTERIOR STRINGERS
- ALL ABUTMENT WALLS, WINGWALLS, AND PIER CAPS

BRIDGE #2 - 001-0068: US 24 (WB) AND BROADWAY STREET OVER THE MISSISSIPPI RIVER AT THE WEST EDGE OF QUINCY IN ADAMS COUNTY.

THE AREAS OF THE CABLE STAYED SPANS TO BE WASHED SHALL INCLUDE THE FOLLOWING:

- ALL STRUCTURAL STEEL AND CONCRETE INCLUDING CABLES AND TOWERS TO A POINT OF 10° ABOVE THE BRIDGE DECK
- ALL STRUCTURAL STEEL LOCATED UP TO 10" EACH SIDE OF PIERS

- THE OUTSIDE AND BOTTOM OF THE FASCIA BEAMS

- THE ENTIRE DECK SURFACE, CURB, JOINTS, DRAINS, AND RAILINGS

- CALL ABUTMENT WALLS, WINGWALLS, AND PIER CAPS

THE AREAS TO BE WASHED ON THE APPROACH SPANS FOR BOTH BRIDGES SHALL INCLUDE THE FOLLOWING:
- ALL DECK JOINTS AND DECK DRAINS
- THE ENTIRE DECK SURFACE, CURB, AND RAILINGS

- THE OUTSIDE AND BOTTOMS OF FASCIA BEAMS
- ALL STRUCTURAL STEEL LOCATED UP TO 10" EACH SIDE OF ALL PIERS
- ALL ABUTMENT WALLS, WINGWALLS, AND PIER CAPS

INDEX & GENERAL NOTES

FAP 63 (US 24)

D6 BRIDGE WASHING 2007

ADAMS COUNTY




